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DALGIC TESPIT SONARI
DIVER DETECTION SONAR
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Askeri gemiler ve usler
Naval ships and bases

Stratejik Platform
Strategical Platform
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- DIVER DETECTION SONAR

Ozellikler Specifications

Q

Hafif ve portatif dizayn
Light and portable design
Acik mimariyapl, harici sensor entegre imkani

Q

Open architecture, capability to integrate external sensors easily

Q

Dusuk bakim maliyet
Low maintenance cost

360° sonar kaplama alani, 90°adimlarla sektorel transmisyon

Q

360° sonar coverage area, sectoral transmission capability with 90° steps

Sonar performans tahmin modell

Q

Sonar performance predicition tool

Q

Polarve kartezyen koordinatlarda gosterim

Displaying in polarand cartesian coordinates.

Yuksek hassasiyetli pozisyon bildirmler

Q

High accuracy position notifications

365qun, 7/24 tum hava ve su kosullarinda operasyon

Q

365 Days, 7/24 operation in all weather and sea conditions

Q

Aynianda 2000 adettemasidamesi
Handling up to 2000 contact simultaneously

Gorev analizive egitim amacli veri kaydive yeniden oynatma

Q

Data recording and playback for mission analysis and training

Birden fazla su altibirrmiile ag tabanlikullanma ve operasyon

Q

Network capable for multiple sonar head operation
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Stratejik Tesis
Strategical Facilities

o~ Luks Yatlar
T Luxury Yachts

Parametre Performans
Parameter Performance

Daldirma Derinligi 5-50m
Deployment Depth

Frekans
Frequency

70 kHz

Bant Genisligi LB LD
Bandwidth

Kaynak Seviyesi

Source Level

207 dB

Transmisyon
Sinyal Tipleri

Transmission Signal Types

Acik Devre Dalgi¢c / Open Circut Divers
(800 m tespit yaricapi / 800 m detection radius)

ldeal Sartlarda
Tespit Menzilleri Kapali Devre Dalgi¢ / Closed Circut Divers

(400 m tespit yaricapi / 400 m detection radius)

Detection Range

(Ideal Conditions) Dalgic Intikal Vasitasi / Diver Delivery Vehicle

(1000 m tespit yaricapi / 1000 m detection radius)
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gy e Sualti Birimi Boyutlari Yukseklik 425 mm, Cap 300 mm

Dimensions of Sonar Head Height 425 mm, Diameter 300 mm

=

Kanal Sayisi Rx 128 Kanal, Tx 4 kanal

Number of Channel Rx 128 channels, Tx 4 channels
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Merkez /Headquarter

Postane Mah.

Okandan Sk.

No:10 PK:34940

Tuzla - Istanbul / TURKIYE

Sube/Branch

Universiteler Mah. 1594 Cad.
Hacettepe Teknokent 5. Ar-Ge

No: 8B 3. Kat Ofis No: 14 PK: 06800
Cankaya - Ankara / TURKIYE

Sube/Branch

Sanayi Mah. Teknopark Bulv.
Teknopark Istanbul No:1/5A
Daire: Z07 PK:34906

Pendik - Istanbul / TURKIYE

+90 216 527 62 22
+90216527 62 21
® info@armelsan.com



